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Rotalok 
Teflon Gasket 

Rotalock 
Solder Valve

Part No. Description

RL-GSK-034 Rotalok Teflon Gasket - suit 3/4 R/L

RL-GSK-100 Rotalok Teflon Gasket - suit 1 R/L

RL-GSK-114 Rotalok Teflon Gasket - suit 1-1/4 R/L

RL-GSK-134 Rotalok Teflon Gasket - suit 1-3/4 R/L

RL-GSK-214 Rotalok Teflon Gasket - suit 2-1/4 R/L

RL-GSK-5PK Assorted Rotalock Teflon Gaskets Pack 5

Part No. Description

RL-RCV-1434 Rotalock Valve 1/4 ID × 3/4 R/L Nut

RL-RCV-3858 Rotalock Valve 3/8 ID × 5/8 R/L Nut

RL-RCV-3834 Rotalock Valve 3/8 ID × 3/4 R/L Nut

RL-RCV-1201 Rotalock Valve 1/2 ID × 2 R/L Nut

RL-RCV-5801 Rotalock Valve 5/8 ID × 1 R/L Nut

RL-RCV-5814 Rotalock Valve 5/8 ID × 1/4 R/L Nut

RL-RCV-7814 Rotalock Valve 7/8 ID × 1/4 R/L Nut

RL-RCV-1814 Rotalock Valve 1 1/8 ID × 1 1/4 R/L Nut

RL-RCV-1834 Rotalock Valve 1 1/8 ID × 1 3/4 R/L Nut

RL-RCV-1384 Rotalock Valve 1 3/8 ID × 1 3/4 R/L Nut

RL-RCV-5834 Rotalock Valve 1 5/8 ID × 1 3/4 R/L Nut

RL-RCV-5824 Rotalock Valve 1 5/8 ID × 2 1/4 R/L Nut

C&D Rotalock valves offer unsurpassed reliability, flow rate 
and corrosion resistance. Manufactured from carbon steel 
with a stainless-steel spindle and 100% copper connector 
they are first zinc plated and then tin plated.

•  High flow port design offering lower pressure drops.
•  Double plated for the ultimate in corrosion resistance.
•  Available in single and double access port configurations. 

(Single is standard)
•  100% copper connector on solder models.
•  OEM customization available.
•  Safe working pressure: 650psig
•  Packed with a Teflon gasket.
•  Certification: UL

High quality virgin Teflon gaskets to suit C&D 
and most other brands of rotalock valves


